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o AKPHREAtEE, THRIMNZREIRE,
s BN, ECEiErsRE RRxahces,
TPk, BIKEFRIP67,
=MERMESIV 1) FREIK 2) EEssiEd 3) KEBHRNITX,
— A FrmEIPIRE, FTEHTIR,
TR NME>150/\F, EFR>12/\0f, SOSES>20/)\;
AJHEER: MRENERNES MBEXNk> 288, Hftt&iee> 1185,

° Pure solar power recharging, no input cable required
Waterproof, IP67 degree, remote and pipe mounting adaptor included
3 Controlling methods: 1) Manual switches 2) Remote control 3) AUTO Light sensor
One light with Multiple functions
Working hours after fully recharged: Flashing>150h, Steady>12h, SOS>20h
Visual distance: 360° steady white light and flashing white light>2 N miles
Other status and light color >1 N miles

* JEFFRISETIE, BSEFRIEFEHENAMERI XA, Ensure the light get enough charged and turned off when not using.
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Stern Light 135° White
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All-round white light
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starboard Light 112.5°
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Port Side Light 112.5°
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EARITHESE Bi-color navi. light
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BRZKT Starboard light
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Tri-color + anchor light Combination

LNK-ARL-W
IREBEXT ($8XT) Anchor light

o

RINA type approval based on COLREGS72

o

2 Nautical miles visual distance

o

LED light source
DC12 /24V input

o

© Base mount design

o

Suitable for vessels (L<20m)
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