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TECHNICAL SPECIFICATION 

Product Name Lifebuoy Light 

Code LNK-LB-01B

Type of light Auto Flashing LED light 

Batch Number MM/YYYY 

Pack quantity 50 units 

Quality Standard BS ISO 24408:2005 & MSC.81(70) 

Notified Body RINA 

Certificate Number MED023811CS 

Issued Date May 6,2011 
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1. Description:
The LNK-LB-01B lifebuoy light will be floated upright automatically in water and begin to flash as soon as lifebuoy 
which the unit is attached is thrown into the water. The LNK-LB-01B can provide an omnidirectional over 2cd 
output for at least 8 hours. 

2. Designing standards:
2.1    The latest SOLAS Regulation; 

2.2    MSC81.(70) 

2.3    ISO24408:2005 

3. Manufacturing Standard:
3.1 ISO9001:2008 QMS (Approval by DNV) 

3.2 ISO24408:2005 

4. Technical parameters:

Technical parameter Specification 

Battery CR123 Lithium battery 

Lamp Powerful LED 

Chromaticity White 

Type of Light Flashing type 

Flash Frequency 51～54times/min 

Luminous Intensity ≥2.0cd 

Operation Life ≥8h 

Storing Temperature -30℃ ～ +65℃ 

Working Temperature -1℃ ～ +30℃ 

Expiry Date 5years 

Weight 210g(including clip) 

Dimension Main body: Φ90*124mm 

Activation Water-activation automatically on/off 

Performance 
Fire-resistant, Oil-resistant, Mould-proof, Corrosion-proof, Water-proof, 

Resistance UV,  

5. Color and materials:
5.1 The top case is transparent, the base is red and clip is black. 
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5.2 The base, top case and clip are produced in a high performance and resistance UV polycarbonate, which 

can ensure the product’s lifetime over 5 years outdoor.  

5.3. The copper water sensors are well shielded and gold-plated, to prevent corrosion. 

5.4 The battery type is heavy duty lithium. 

6. Performance:
LNK-LB-01B Lifebuoy lights have been tested and approved to the latest SOLAS Standards and are marked 

with the SOLAS “Ship’s wheel”. The MED certificate number is MED023811CS. 

7. Installation:
The clip of lifebuoy light should be fixed on the side of shipboard nearby lifebuoy. LNK-LB-01B lifebuoy light 
should be inserted Into the clip like the below picture. Then the rope of lifebuoy light should be fastened on the 
lifebuoy. Typical installing positions are shown as the below pictures. 

8. Operation:
When life buoy is thrown into the water and at the same time LNK-LB-01B lifebuoy light is pulled out from clip, 

lifebuoy light will be automatically activated to flash as soon as the head of light is upright in water by the gravity 

and water sensors contact at water. The light is completely watertight with a compact structure. It gives out an 

strong flashing light over 2cd which covers the whole of the upper hemisphere. If the lifebuoy light is left from 

water, the light could be automatically turned off. 

The bright point of this light is higher 50mm than the water surface because of the design advantage that the most 

weight of product is on the bottom of base cover. So LNK-LB-01B lifebuoy light could be found easily even if 

extreme weather and be more convenient for rescuing survivor than the others light.  
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9. Maintenance:
The LNK-LB-01B lifebuoy lights are maintenance free, but the following checks should be made annually: 

1. Inspect light for signs of damage or corrosion.

2. Check the expiry date being shown on the label affixed on product. If the date is more than 5 years after date

of manufacture, the lifebuoy light must be removed and replaced a new light.

3. Test the light by pulling out the clip carefully and upright contacting its base with water, the lifebuoy light must

flash at once. And pick up light from water, it will stop to flash at once too. Then replace lifebuoy light back to

clip.

4. In the storing period, ensure the lifebuoy light in its correct position all the time.

10. Life:
The life of LNK-LB-01B lifebuoy lights is five years from the date of manufacture. The expiry date of light is 

shown on the label affixed to the product. On expiry the light should be removed by moving clip carefully and 

the new light should be fixed again. 

11. Disposal:
Dispose of used and expired lights in accordance with local regulation. This should be done through an 

approved environment disposal agent.  

12. Safety:
LNK-LB-01B lifebuoy light contains Lithium battery. These must be handled correctly: 

12.1  Do not dismantle battery pack; 

12.2 

12.3 

12.4 

Do not make any external electrical connection; 

Do not recharge; 

Do not incinerate; 

Store between 30℃ ～ +65℃.12.5


